
Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

HS-1050 SERIES
Materials Sprockets Applications

(inch)
Reverse Radius
(mm) (inch)

Weight
(kg/m)

1.54

(mm) (inch)

HS-1050-K330

HS-1050 ( )Side Flexing Plastic Chain

83.8

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm)

3.30 1650 370 500 19.69 130 5.12

Dimension mm inches

P 1.00025.4
W 3.300

0.343
0.480

T

F

83.8
8.7

12.2
42.2 1.661
21.1 0.831

M

H

W

MPP

T

F

H

Weight
(kg/m)

3.10

3.40

3.60

Reverse Radius
(mm) (inch)(inch)

Radius
(mm)

18.0457

18.0457

18.0457

Working Load
N(21℃) Ubf 21℃( )(mm) (inch)

190.5

Width  W

7.50

254.0 10.00

304.8 12.00

HS-1873  TAB SERIES-EL
Materials Sprockets Applications

HS-1873  TAB-K750-EL

HS-1873  TAB ( )-EL Side Flexing Plastic Chain

HS-1873  TAB-K1000-EL

HS-1873  TAB-K1200-EL

Dimension mm inches

P 0.750
W

E 0.200

0.165T

F 0.563

N

1.252M

2.250

D 0.079

–

R

0.500

17.992

B

H 1.000

S 0.811

19.1

5.1

4.2

14.3

31.8

57.2

2.0

–

12.7

457.0

25.4

20.6

B:132.0/195.0 245 0/ .

RD 305.0 12.008

P E

F

W

Z

B

T

N

M

D

HS

Z 0.46911.9

Plate Materials：POM-DP,POM- F
Base Chain Material：Carbon

L
 steel, Stainless steel

305 24.0

305 24.0

305 24.0

3400 765

3400 765

3400 765

*The above tensile force is for Carbon steel,Please consult our engineer for that of Stainless steel.

GC(Straight)

GC(Curve)

33.3

34.6

1.311

1.362
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