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Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel
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HS-7100-63 SERIES
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0.138
1.457

Materials Sprockets Applications

(mm) (inch)

HS-7100-63

HS-7100-63  (Side Flexing Flexible Chains)

2.4863.0

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm) (inch)

Reverse Radius
(mm) (inch)

Weight
(kg/m)

500 112 150 5.91 40 1.57 0.8

L 0.394

*TPE conver can be added on the surface, Customizing according to customer's drawing and sample is acceptable.

Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

HS-7100-70 SERIES
Materials Sprockets Applications

(inch)
Reverse Radius
(mm) (inch)

Weight
(kg/m)(mm) (inch)

HS-7100-70

HS-7100-70  (Side Flexing Flexible Chains)

70.0

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm)

2.76 200 7.87 1.6

Dimension mm inches

P 0.984

2.756W

25.0

70.0

0.157T

R 7.874

N

0.598M

1.732

4.0

200.0

15.2

44.0

H 1.08327.5
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*TPE conver can be added on the surface, Customizing according to customer's drawing and sample is acceptable.
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