
Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

HS-821 SERIES
Materials Sprockets Applications

(inch)
Reverse Radius
(mm) (inch)

Weight
(kg/m)

50 1.97 2.50

(mm) (inch)

HS-821-K750

HS-821 (Straight Running ) Plastic Chain

7.50190.5

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm)

2680 603 – –

50 1.97 2.95HS-821-K1000 10.00254.0 2680 603 – –

HS-821-K1200 304.8 12.00 3.2550 1.972680 603 – –

Dimension mm inches

P 1.50038.1
W

H

–
0.563
0.189T

E

–
14.3

4.8
7.9 0.311

136.5 5.374M

13.0 0.512V

RD 40.0 1.574

GC 140.0 5.512

7.9 0.311F
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Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

HS-828 SERIES
Materials Sprockets Applications

T

M

V

HS-828 (Straight Running ) Plastic Chain

HS-828-K325

Reverse Radius
(mm) (inch)

Weight
(kg/m)

1.05

1.08HS-828-K330

(mm) (inch)
Width  W

3.24882.5

3.29983.8

Working Load
N(21℃) lbs 21℃( )

Radius
(mm) (inch)

– –

– –

Dimension mm inches

P 1.50038.1
W

H

–
0.590
0.157T

E

–
15.0

4.0
6.4 0.252

42.1 1.657M

11.0 0.433V

RD 50.0 1.969

GC

7.5 0.295F

W

P

H

E

F

2000 450 40 1.575

40 1.5752000 450

44.0 1.732
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