
Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

Dimension mm inches

P

HS-W1080 SS SERIES

M

W

H

L

2.500
1.118
3.346
1.890
1.063

Materials Sprockets Applications

(mm) (inch)

HS-W1080 SS

HS-W1080 SS  (Side Flexing Plastic Chain)

3.3585.0

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm) (inch)

Reverse Radius
(mm) (inch)

Weight
(kg/m)

3950 888 83 3.27 50 1.97 1.76

63.5
28.4
85.0
48.0
27.0
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H
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W

Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

HS-1700 SERIES
Materials Sprockets Applications

(mm) (inch)

HS-1700

HS-1700  (Side Flexing Keel Chains)

2.1755.0

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm) (inch)

Reverse Radius
(mm) (inch)

Weight
(kg/m)

140 5.51 2.51

Dimension mm inches

P

R

W

H

1.969
5.512
2.165
0.945
0.118T

F

50.0
140.0

55.0
24.0

3.0
12.0 0.472

E 8.0 0.315

W

T

P

H

F

E

GC 58.0 2.283
RD 50.0 1.969

38 1.502670 601
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